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Abstract: We have experimentally demonstrated a single pump distrib-
uted parametric amplification (DPA) system for differential phase shift
keying (DPSK) signal in a spool of dispersion-shifted fiber (DSF). The
gain spectrum of single pump DPA is thoroughly investigated by both
simulation and experiment, and a possible reference for optimal input pump
power and fiber length relationship is provided to DPA based applications.
Furthermore, DPSK format is compared with on-off keying (OOK) within
DPA scheme. Eight WDM signal channels at 10-Gb/s are utilized, and
approximately 0.5-dB power penalties at the bit-error rate (BER) of 10−9
are achieved for return-to-zero DPSK (RZ-DPSK), comparing to larger
than 1.5-dB with OOK format. In order to improve the system power
efficiency, at the receiver, the pump is recycled by a photovoltaic cell
and the converted energy can be used by potential low-power-consuming
devices, i.e sensors or small-scale electronic circuits. Additionally, with
suitable components, the whole DPA concept could be directly applied to
the 1.3-μm telecommunication window along the most commonly used
single-mode fiber (SMF).
© 2012 Optical Society of America
OCIS codes: (190.4970)Parametric oscillators and amplifiers; (060.2330)Fiber optics commu-
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1. Introduction
As one of the promising candidates for distributed amplification system, distributed paramet-
ric amplifier (DPA) has been investigated recently [1–3]. Different from traditional fiber based
optical parametric amplifier (OPA) which employs highly-nonlinear dispersion-shifted fibers
(HNL-DSF) as the amplification medium [4,5], DPA adopts the transmission fibers, thus simul-
taneous transmission and amplification of signals can be achieved. Meanwhile, as one branch
of parametric amplifier, DPA inherits OPA’s intrinsic potential of 0-dB noise figure within the
phase-sensitive configuration [6]. During our past work, both single pump [2] and two-pump [3]
DPA system were experimentally studied with on-off keying (OOK) signal format. One of the
most favorable merits of DPA, comparing to traditional lumped amplifiers, lies in its capability
of minimizing the signal power variation along the transmission line, which in return leads to
the best tradeoff between the fiber nonlinearities and the noise figure [7]. Additionally, com-
paring to the widely adopted distributed Raman amplifier (DRA), DPA has several advantages
in real applications, i.e. higher power efficiency, free from double Raleigh scattering (DRS),
smaller pump power attenuation and idler generation [1, 2]. As for the power efficiency issue,
under the equal gain level assumption, DPA needs much lower pump power than DRA. This is
crucial for optical communication systems, since higher pump power means greater safety con-
cern and environmental hazard, not to mention the arising energy saving awareness worldwide.
Another potential advantage of DPA is its flexibility, with appropriate optical components, the
whole concept could be applied to the 1.3-μm telecommunication window along the most com-
monly used single-mode fiber (SMF) [8, 9].
When we take signal modulation formats into consideration, utilizing the phase domain of
the optical carrier becomes more and more popular, due to the increasing demand of data capa-
bilities for future telecommunication networks [10–15]. With less sensitivity to the fiber non-
linearity effects, phase-shift keying (PSK) is thus more favorable in the WDM transmission
system than traditional binary amplitude modulation (OOK). The phase modulation to inten-
sity modulation (PM-IM) conversion from pump to signal, which is always a concern with
OOK, will not impair the PSK system, and the phase noise itself could also be minimized in a
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phase-sensitive configuration [6]. Moreover, take differential phase-shift keying (DPSK) as an
example, it could tolerate large signal power fluctuation with balanced detection, which at the
mean time lower the signal-to-noise ratio (SNR) requirement by 3 dB [11].
While in this paper, both numerical and experimental study of single pump DPA gain spectra
are investigated in section 2. In the following section we provide a possible reference (input
pump power and fiber length relationship) to DPA based applications according to our simu-
lation results. At the receiver, the residual pump recycling further enhance the system perfor-
mance in terms of the energy efficiency, and the conversion efficiency curve is also shown in
section 3. The experimental performance of DPSK and OOK within the same DPA scheme are
compared in section 4, around 0.5-dB power penalties at the BER of 10−9 are achieved for
RZ-DPSK signals with more than 10-dB DPA gain, comparing to larger than 1.5-dB penalties
for NRZ-OOK. Finally, we conclude in section 5.
2. DPA gain spectra: simulation and experimental investigation
As described in the introduction, DPA employs transmission fiber as the amplification medium.
Thus the fiber loss should be taken into account as in a distributed way. Before the experimen-
tal work, in order to further analyze the gain profile of the single pump DPA and later make
theoretical comparison with the experimental data, the simulation results of the gain spectra
were obtained by the split-step Fourier method (SSFM) within a lossy transmission environ-
ment. Key parameters used: (1) pump: 1548.82 nm, 162 mW (22 dBm); (2) signal: -26 dBm;
(3) DSF: 10 km, γ = 2 W−1km−1, α = 0.2 dB/km @ 1550 nm and λ0 = 1548 nm. The result is
shown in Fig. 1(a) (black diamond). Further investigations with the same fiber length were also
conducted (Fig. 1(b)). The pump power was increased gradually from 80 mW up to 250 mW.
Obvious gain and bandwidth increment can be observed. The results are in accordance with the
dependence of OPA gain bandwidth on pump power [17].
Fig. 1. (a) Experimental (blue circle) and numerical (black diamond) gain spectra with
pump @ 1548.82 nm, power of 162 mW and 10-km fiber; (b) Numerical gain spectra
with different input pump power (fixed fiber length = 10 km); (c) Experimental scheme
for the DPA gain spectrum measurement: TLS: tunable laser source; CPV: concentrated
photovoltaic cell.
As for comparison, gain spectrum was experimentally measured and the scheme is shown
in Fig. 1(c). The polarizations of both pump and signal branch were aligned by polarization
controllers (PC) before the DSF input. The measurement was achieved by scanning one signal
source (TLS) from 1538 nm all the way up to 1560 nm (Fig. 1(a), blue circle), while keeping the
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pump wavelength (1548.82 nm) and power (162 mW) constant. The gap on between two gain
side bands was due to the WDM coupler. Comparatively, for both gain level and bandwidth, the
experimental result is in good agreement with the numerical data. However, some discrepancy
between theoretical and experimental gain spectra can still be observed in Fig. 1(a), this is
mainly due to two factors: (1) the ZDW variations of the 10-km DSF and (2) the polarization
drift during the whole measurement process.
Fig. 2. Numerical gain spectra results with different fiber lengths: (a) 10 to 40 km; (b) 40
to 100 km (pump power = 162 mW).
Since the fiber length was fixed (10 km) and could not be changed for our experiment, sim-
ulations with different fiber lengths were conducted and the results are shown in Fig. 2. We
gradually increased the fiber length from 10 km to 100 km, while the pump power was main-
tained at 162 mW. All gain spectra are plotted out in Fig. 2, the peak gain level increased with
the fiber length during the first stage (Fig. 2(a), before ∼ 41 km), however, at the mean time
the gain bandwidth became narrower. Moreover, as we further increased the fiber length, the
peak gain level fell off (Fig. 2(b)), this was mainly due to the pump power loss from the fiber
attenuation during the transmission process in the DSF. After the highest gain point (∼ 41 km),
the fiber attenuation for the signal would be larger than the parametric gain within the fiber
range beyond 41 km, thus the gain level decreased as the fiber further extended. In our case,
with the input pump power at 162 mW, the maximum peak gain appeared when the fiber length
reached ∼ 41 km, with more than 30-dB gain. The whole gain trend curve with a simulation
step of 1 km is shown in Fig. 3(a), together with the residual pump power collected at the fiber
output.
Fig. 3. (a) Peak gains (black square) and residual pump powers (blue diamond) after differ-
ent fiber lengths with input pump power of 162 mW; (b) Power conversion curve measured
@ CPV cell. (pump @ 1548.82 nm)
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As shown in the receiver part of Fig. 1(c), one concentrated photovoltaic cell (CPV) was used
for residual pump recycling [2, 3]. Figure 3(b) shows the measured conversion curve of CPV
cell at the pump wavelength of 1548.82 nm. The average conversion ratio ηcpv [2] was 18.3
%, with ≤ 130-mW input. For the residual pump power of 81.9 mW (19.13 dBm, measured
before CPV), the corresponding output was 14.9 mW. Considering the 0.9-dB loss of receiver
WDM coupler, the experimental residual pump power: 100.69 mW (19.13 + 0.9 dBm) is well
aligned with our numerical data: 102.26 mW (162-mW pump power, 10-km DSF), according to
Fig. 3(a). Furthermore, the recycling method can be extended to multi-pump schemes [3] which
could provide multiple power sources to different low-power-consuming components including
sensors or even cameras [18, 20].
3. Investigation on optimal pump power and fiber length combinations
Fig. 4. (a) Peak gains with different fiber lengths and pump powers (60 to 162 mW, @
1548.82 nm), and the fiber loss slope is 0.2 dB/km (black dash line); (b) Optimal input
pump power and fiber length relationship with corresponding residual pump power.
In order to get the whole picture of the gain peak variation trend, we investigated further
under the circumstance of both different input pump powers and fiber lengths: pump power:
60 to 162 mW; fiber length: 1 to 120 km (1-km step). The simulation results are shown in
Fig. 4(a). As a reference, the loss of the DSF is also depicted out with the slope of 0.2 dB/km
as shown in Fig. 4(a). From the perspective of compensating the fiber loss, as a distributed
amplifier, the intersections of gain peak curves with the fiber attenuation curve are the optimal
pump power points for certain length of transmission fiber, under the assumption of equal input
signal power. However, in other occasions, like “last-mile”, optically powered sensor networks
or even application into smart power grid [2, 18–20], if we move the focus to both distributed
amplification and power recycling aspects, the requirement of fiber extension range is thus
shortened to tens of kilometers, hence reasonable residual pump power could be harvested at
the fiber output. Under the assumption that peak gain equals to the fiber loss, according to
our simulation results, the residual pump powers together with optimal fiber length and input
pump power pairs are shown in Fig. 4(b). It can be noticed from the figure that as the pump
power increased, the corresponding extension range was also getting longer (from 18 km to
104 km). However, at the mean time, the residual pump power dropped rapidly from 26.2 to
1.3 mW. Furthermore, in practical optical fiber transmission system, if we take other types of
power loss [2] into account, i.e. reflected power from SBS, connectors and etc., the recycled
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power could be further reduced. According to Fig. 4(b), in order to ensure both transmission
loss compensation and residual pump power harvest, it is important to properly choose pump
power for different scenarios. The data given in Fig. 4, to some extent, might provide a useful
reference to different practical applications based on DPA.
4. Experimental Comparison within DPA system: DPSK vs. OOK
Fig. 5. Experimental setup for DPSK signal format. (abbreviations are defined in the text)
Figure 5 shows the proposed experimental setup of the DPSK signal transmission system.
The input WDM signals, wavelength from 1538.94 to 1544.52 nm with the channel spacing of
0.8 nm (100 GHz), were generated by combining the output of eight continuous-wave (CW)
tunable laser sources (TLS1-8) with arrayed waveguide grating (AWG) and then intensity-
modulating them together by the Mach-Zehnder modulator (MZM), which was driven by a 10-
GHz clock pulse train. The polarization controllers (PC1-8) were used to minimize the insertion
loss by aligning the corresponding state-of-polarization (SOP) with the transmission axis of the
MZM. The modulated signals were further combined with the pump (1548.82 nm) and then
phase modulated with a 231-1 pseudorandom binary sequence (PRBS) at the phase modulator
(PM). The PM was utilized for both the signal data modulation and the pump phase dithering
to suppress the stimulated Brillouin scattering (SBS). The tunable optical delay line (ODL)
was employed to align the clock signal (@ MZM) with the PRBS (@ PM). A spool of 8-
km single-mode fiber (SMF) was deployed to decorrelate WDM channels in the time domain.
While for the pump branch, double-stage of erbium-doped fiber amplifiers (EDFA) was applied
to boost the pump power upto 24.15 dBm (260 mW). The optical band pass filter (OBPF1) was
used to reduce the amplified spontaneous emission (ASE) noise level from EDFA1. One WDM
coupler with 3-nm passing band around 1549 nm was used to trim down the ASE noise from
EDFA2, and meanwhile combine the pump with the signals. They were then launched together
into the DSF (length L = 10 km, nonlinear coefficient γ = 2 W−1km−1 and the zero-dispersion
wavelength (ZDW) λ0 = 1548 nm). PC 11 and 12 were utilized to align the polarizations of
pump and signals before the fiber input. The power level of each WDM channel at fiber input
was kept less than -18 dBm. This ensured that the parametric pump was not depleted and the
generation of signal-degraded nonlinear effects, i.e., FWM and cross-gain modulation (XGM)
[16], would be negligible. At the receiver, signals were demodulated by the Mach-Zehnder
delay interferometer (MZDI), and after balanced detector (BD) the performance of each channel
was quantified by the bit-error-rate tester (BERT).
The experimental optical spectra for the DPA system with RZ-DPSK WDM signals (8 chan-
nels) are shown in Fig. 6. When the parametric pump was switched on (blue solid line in Fig.
6) the corresponding on-off gains for each WDM channel (from channel 1 to 8) were: 12.59 dB
(@ 1544.52 nm), 13.64 dB (@ 1543.71 nm), 14.18 dB (@ 1542.90 nm), 12.7 dB (@ 1542.11
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Fig. 6. Optical spectra with (solid line) and without (dotted line) pump. (OSA resolution
bandwidth: 0.06 nm)
nm), 12.27 dB (@ 1541.28 nm), 11.04 dB (@ 1540.52 nm), 10.03 dB (@ 1539.72 nm) and 9.91
dB (@ 1538.94 nm), respectively.
Fig. 7. Experimental setup for NRZ-OOK transmitter. (abbreviations are defined in the text)
The merit of DPSK can not be verified without any experimental comparison to other mod-
ulation formats. Thus, as the comparing counterpart, NRZ-OOK signal was also applied into
our system with the transmitter setup shown in Fig. 7. The electrical signal feeded into MZM
was changed from the clock pulse train into 10-Gb/s 231-1 PRBS. The parametric pump branch
was kept the same as in the DPSK case (Fig. 5), which ensured equivalent pump power level
for both signal formats. By controlling the variable optical attenuator (VOA), the signal power
were maintained the same as the DPSK signal at the input of DSF.
Fig. 8. (a) Eye-diagrams of RZ-DPSK before (left) and after (right) DPA; (b) BER with
eye-diagrams of RZ-DPSK after EDFA, NRZ-DPSK and NRZ-OOK (@ 1542.90 nm).
Figure 8(a) list out the eye-diagrams for RZ-DPSK signal before and after amplification. The
BER of each WDM channel was measured with all three formats (RZ/NRZ-DPSK and NRZ-
OOK), and the results for channel 3 (1542.90 nm) are shown in Fig. 8(b) with the eye-diagrams
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Fig. 9. Power penalties for each WDM channel with 3 different formats.
of NRZ-DPSK and NRZ-OOK. Visible noise and distortions on the mark level of OOK signal
could be observed after amplification, which was mainly due to the PM-IM conversion during
the parametric amplification process. In contrast, the clear eye openings shown in Fig. 8(a)
indicate better tolerance to the effect accompanying the entire parametric process. More quan-
titatively, around 0.5-dB power penalty at 10−9 BER was introduced for the RZ-DPSK signal,
and obviously higher value (> 1.5-dB) were obtained with NRZ-OOK format. As a baseline
measurement, EDFA was also applied for RZ-DPSK signal (@ 1542.9 nm) to achieve the same
level of on-off gain (14 dB) at the DSF output. According to Fig. 8(b), power penalties meas-
ured were 0.48 dB for EDFA and 0.62 dB for DPA, which indicated comparable performance
for both amplifiers after 10-km DSF. Error-free operations were achieved for all channels and
the power penalties of each channel are plotted out in Fig. 9. These results have experimentally
confirmed the advantages of DPSK over OOK within the same DPA circumstances.
5. Conclusions
We have demonstrated an RZ-DPSK WDM signal transmission system with single pump DPA.
After both thorough simulations and experimental investigation of the single pump DPA gain
spectra, we thus provide a potential reference to DPA based applications with optimal pump
power and fiber length relationships. Additionally, the residual parametric pump is recycled
by a CPV cell, and the converted energy is further utilized to enhance the power efficiency
of the whole system. Detailed comparison of DPSK and OOK format within the same DPA
configuration is also presented. The power penalties of approximately 0.5 dB at the BER of
10−9 are achieved for RZ-DPSK signal, while more than 1.5-dB penalty occurred with the
NRZ-OOK format. Furthermore, with appropriate optical components, the whole concept could
be applied to the 1.3-μm telecommunication window along the most commonly used single-
mode fiber (SMF).
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